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1. Chemical Product and Company Identification 

 

Product Name:  Liquefied Petroleum Gas 

 

Trade Name: LPG 

Product Use:  Many UN Number:  1075 

Chemical Formula: C3H8, C4H10 Chemical Family: Aliphatic Hydrocarbon 

Telephone: Emergencies:   

                            

 

Supplier /Manufacture: My Gas 

Phone: 011 794 2423 

Fax:  086 508 3271 

*Call emergency numbers 24 hours a day only for spills, leaks, fire, exposure, or accidents involving this 
product. For routine information, contact your My Gas sales representative. 

2. Hazards Identification 

 

Emergency Overview 

Contact with liquid may cause cold burns/frostbite. Liquefied gas in high concentrations may 

cause asphyxiation. 

Not classified as hazardous according to NOHSC criteria. Classified as a dangerous good by 

the criteria of the ADG code. 

 

ROUTES OF EXPOSURE: Inhalation. 

 
 
EFFECTS OF A SINGLE (ACUTE) OVEREXPOSURE: 
 
INHALATION:  Vapourised liquefied petroleum gas is highly flammable and can form explosive 

mixtures with air. The vapourised liquid does not support life. It can act as a simple 

asphyxiant by diluting the concentration of oxygen in the air below the levels 

necessary to support life.   

 

SKIN CONTACT:  Contact with the liquid phase can cause severe burn like injuries. 

 

SKIN ABSORPTION:  No evidence of adverse effects from available information. 

 

SWALLOWING:  No known effect 

 

EYE CONTACT:  The liquid can cause severe burn like injuries. With liquid phase immediately flush 

with large quantities of tepid water, or with sterile saline solution. 
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BIOLOGICAL HAZARDS: 

Contact with the liquid phase of liquefied petroleum gases with the skin can result in frostbite. 

 

MEDICAL CONDITIONS AGGRAVATED BY OVEREXPOSURE: 

The Liquefied petroleum gases are non-toxic. Prolonged inhalation of high concentrations has an anaesthetic 

effect. 

 

SIGNIFICANT LABORATORY DATA WITH POSSIBLE RELEVANCE TO HUMAN HEALTH HAZARD 

EVALUATION: 

None currently known. 

 

CARCINOGENICITY: 

Not listed as carcinogen. 

 

3. Composition and Information on Ingredients 

 
CHEMICAL NAME:   Butane/ Propane / Propylene 

 

UN NUMBER:  1075 

 

ERG NUMBER: 115 

 

HAZCHEM WARNING: 2A Flammable Gas 

  

4. First Aid Measures 

 
Prompt medical attention is mandatory in all cases of overexposure to vapourised liquefied petroleum gas. 

Rescue personnel should be equipped with self-contained breathing apparatus. In the case of frostbite from 

contact with the liquid phase, place the frost-bitten part in warm water, about 40-42 degrees Celsius. If warm 

water in not available, or is impractical to use, wrap the affected part whilst it is being warmed. Do not remove 

clothing whilst frosted. Conscious persons should be assisted to an uncontaminated area and inhale fresh air. 

Quick removal from the contaminated area is most important. Unconscious persons should be removed to an 

uncontaminated area and give mouth to mouth resuscitation and supplemental oxygen. 

 

5. Fire Fighting Measures 

 
FLAMMABLE:   Yes.   IF YES, UNDER WHAT CONDITIONS? Not applicable. 

 

 

 

EXTINGUISHING MEDIA: 



    

 

 LANSERIA: Stand 602, Lanseria Corporate Estate, Falcon Road, LANSERIA, 1748 
                  CAPE TOWN: 16 Cincaut Street, Saxenburg Park 1, BLACK HEATH, 7581  
                        DURBAN: 8 Pentagon Court, Hawk Road, Imbonini Business Park, UMHLALI, 4390 
           BLOEMFONTEIN: Unit 5, 228 Church Street, HAMILTON, 9301 
          PORT ELIZABETH: Unit 2.2, Patterson Road, NORTH END, 6001 
          KEMPTON PARK: Unit 3, Jet Works, 40 Electron Road, Isando, KEMPTON PARK, 1600 
                    NELSPRUIT: Unit 2, 6 Stinkhout Crescent, NELSPRUIT, 1211 
              EAST LONDON:  2 Mercury Road, Woodbrook, EAST LONDON, 5201 
              RUSTENBURG: Unit 4, 3 Mc Gregor Street, RUSTENBURG, 2999 
                   KIMBERLEY: 03 Cabinet Street, Kimdurstia, KIMBERLEY, 8301 

 

  

MSDS No: MSDS004 

Revision: 002 
Date: Sep 2022 

 My Gas Safety Data Sheet 

Do not extinguish fire unless the leakage can be stopped. DO NOT USE WATER JET. Use dry chemical, CO2 

or foam 

 

PRODUCTS OF COMBUSTION: 

None. 

 

PROTECTION OF FIREFIGHTERS: 

Self-contained breathing apparatus. Safety gloves and shoes, or boots, should be worn when handling 

containers. 

 

SPECIFIC PHYSICAL AND CHEMICAL HAZARDS: 

The rupturing of cylinders or bulk containers due to excessive exposure to fire could result in a BLEVE (Boiling 

Liquid expanding Vapour Explosion), with disastrous effects. As the flammability limits in the air for the main 

constituents of liquefied petroleum gas vary between approximately 2 and 11 % vol, extreme care must be 

taken when handling leaks. 

 

EMERGENCY ACTIONS: 

If possible, shut off the source of spillage. Evacuate the area. Post notices ‘No Naked lights – No smoking’. 

Prevent liquid or vapour from entering sewers, basements and work pits. Keep cylinders or bulk vessels cool 

by spraying with water if exposed to fire. If tanker has overturned, do not attempt to right or move it. 

CONTACT THE NEAREST MY GAS BRANCH. 

 
SENSITIVITY TO STATIC DISCHARGE: 

Not applicable. 

 

PROTECTIVE EQUIPMENT AND PRECAUTIONS FOR FIREFIGHTERS: 

Firefighters should wear self-contained breathing apparatus and full fire-fighting turnout gear. 

 

FLAMMABLE LIMITS IN AIR, % by volume: 

 

LOWER: Not applicable.   UPPER: Not applicable. 

 

FLASH POINT: Not applicable. 

 

AUTOIGNITION TEMPERATURE: Not applicable. 

 

6. Accidental Release Measures 

 
STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED: 

 

PERSONAL PRECAUSTIONS: 

Do not enter any area where liquefied petroleum gas has been spilled unless tests have shown that it is safe 

to do so. 

 

ENVIRONMENTAL PRECAUTIONS: 
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Vapourised liquefied petroleum gas is heavier that air and could form pockets of oxygen-deficient atmosphere 

in low lying areas. 

 

SMALL SPILLS:  

DO NOT extinguish the fire unless the leakage can be stopped immediately. Once the fire has been 

extinguished and all spills have been stopped, ventilate the area. 

 

LARGE SPILLS: 

Stop the source if it can be done without risk. Contain the leaking liquid, with sand or earth, or disperse with 

special water/fog spray nozzle. Allow to evaporate. Restrict access to the area until completion of the clean-up 

procedure. Ventilate the area using forced draught if necessary. All electrical equipment must be flameproof. 

 

7. Handling and Storage 

 
GENERAL: 

Cylinders containing liquefied petroleum gas should only be handled and stored in the vertical position. Cylinders 

should never be rolled. Do not allow cylinders to slide or come into contact with sharp edges and they should 

be handled carefully. Ensure that cylinders are stored away from oxidants. Comply with local legislation.  

 

OTHER HAZARDOUS CONDITIONS OF HANDLING, STORAGE, AND USE: 

High pressure gas. Use piping and equipment adequately designed to withstand pressures to be encountered. 

Gas can cause rapid suffocation due to oxygen deficiency. Store and use with adequate ventilation. Close 

valve after each use; keep closed even when empty. Prevent reverse flow. Reverse flow into cylinder may 

cause rupture. Use a check valve or other protective device in any line or piping from the cylinder. When 

returning cylinder to supplier, be sure valve is closed, then install valve outlet plug tightly. Never work on 

pressurized system. If there is a leak, close the cylinder valve. Vent the system down in a safe and 

environmentally sound manner in compliance with all local laws; then repair the leak. Never place a 

compressed gas cylinder where it may become part of an electrical circuit. 

 

RECOMMENDED PUBLICATIONS: 

Additional information on storage, handling, and use of this product is available from the South African 

Compressed Gas Association (SACGA). 

 

8. Exposure Controls/Personal Protection 

 
PERSONAL PROTECTION: 

Self-contained breathing apparatus should always be worn when entering area where oxygen depletion may 

have occurred. Safety goggles, gloves and shoes, or boots should be worn when handling containers. Wear 

loose fitting overalls, preferably without pockets. 

 

OCCUPATIONAL EXPOSURE LIMITS: 
As vaporised LPG is a simple asphyxiant, avoid any areas where spillage has taken place. 
 
ENGINEERING CONTROL MEASURES: 
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Engineering control measures are preferred to reduce exposure to Oxygen depleted atmospheres. General 
methods include forced-draught ventilation, separate from other exhaust ventilation, separate from other 
exhaust ventilation systems. Ensure all electrical equipment is flameproof. 
 

9. Physical and Chemical Properties 

 

PHYSICAL STATE: Liquefied Gas AUTO IGNITION TEMPRATURE: 450 

DEGREES CELSIUS  

SPECIFIC VOLUME: @ 20 DEGREES 

CELSIUS & 101,325 kPa        471ml/g 

ODOUR THRESHOLD: Ethyl 

Mercaptan 

SPECIFIC GRAVITY: @ 101,325KpA 

VAPOUR (air = 1)  +- 1.75 

FLAMMABILITY RANGE VOL% IN AIR: 2,2-9.5% 

SPECIFICATION: SANS 1174 
  

APPEARANCE & ODOUR: Colourless.                  Odourless 

 

10. Stability and Reactivity 

 

STABILITY: Conditions to avoid – the dilution of the oxygen 

concentration in the atmosphere to levels which cannot 

support life. The formation of explosive gas/air 

mixtures. 

 Incompatible Materials – Any common, commercially 

available metal may be used with commercial or higher 

grades of liquefied petroleum gases because they are 

non-corrosive, though installations must be designed to 

withstand the pressure involved and must comply with 

all state local regulations. 

Hazardous Decomposition Products – The constituents 

of liquefied petroleum gas are relatively stable. 

However, formed, depending on conditions. 

 
 

11. Toxicological Information 

 
TOXICITY INFORMATION:  Acute Toxicity – TLV 1000 VPM 

 Carcinogenicity – Severe cold burns can result in carcinoma. 

 

. 
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12. Ecological Information 

 
Vapourised liquefied petroleum gas is heavier than air and can cause pockets of oxygen-depleted atmosphere 

in low-lying areas. It does not pose a hazard to the ecology unless the gas/air is ignited. 

 

13. Disposal Considerations 

 
WASTE DISPOSAL METHOD:  Disposal of Propane, as with other flammable gases, should be undertaken 

only by personnel familiar with the gas and the procedures for disposal. Contact the supplier for instructions. In 

general, should it be necessary to dispose of Propane, the best procedure, as for other flammable gases, is to 

burn them in suitable burning unit available in the plant. This should be done in accordance with appropriate 

regulations. 

 

14. Transport Information 

 

TDG/IMO SHIPPING NAME: Carbon Dioxide 

HAZARD CLASS: Label 2.2: Non-

flammable,  non - toxic gas. 

IDENTIFICATION #:  UN1075  

SHIPPING LABEL(s): Non-flammable, non-poisonous gas 

PLACARD (When Required): Non-flammable, non-poisonous gas 

 
SPECIAL SHIPPING INFORMATION: 

Avoid transport on vehicles where the load space is not separated from the drivers compartment. Ensure the 

vehicle driver is aware of the potential hazards of the load and knows what to do in the event of an accident or 

an emergency. Before transporting product containers: ensure that containers are firmly secured. Ensure there 

is adequate ventilation and compliance with applicable regulations. 

 

15. Regulatory Information 

 
Not classified as dangerous preparation/substance. No EC labelling required. 

 

16. Other Information 

 
Asphyxiant in high concentrations. 

May cause frostbite. 

Keep container in a well-ventilated place. 

Do not breathe the gas. 

Ensure all national/local regulations are observed. 

The hazard of asphyxiation is often overlooked and must be stressed during operator training. 
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This Safety Data Sheet has been established in accordance with the applicable European Directives and applies 

to all countries that have translated the Directives in their national laws: Before using this product in any new 

process or experiment, a thorough material compatibility and safety study should be carried out. Details given 

in this document are believed to be correct at the time of going to press. Whilst proper care has been taking in 

the preparation of this document, no liability for injury or damage resulting from its use can be accepted. 

 


